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Minimum requirements for the periodic inspec�on, tes�ng, and maintenance of fire protec�on systems and electrical 
installa�ons should become part of the regular scheduled preven�ve maintenance program for any woodworking opera�on.
The accumula�on of sawdust and wood bi-products in woodworking opera�ons can create condi�ons that result in the 
failure of protec�ve systems and can contribute to a deteriora�on of the safeguards built into the installa�on of electrical 
equipment and services. 

The Na�onal Fire Protec�on Associa�on has specifically addressed several areas that need to be included in the rou�ne 
maintenance and clean-up opera�ons for any woodworker. The areas that need to be addressed that relate to sawdust 
and wood products include maintenance of fire protec�on systems and the integrity of electrical equipment and connec�ons. 

The general responsibility for the owner or occupant of a building regarding fire protec�on systems is to provide periodic 
inspec�on, tes�ng and maintenance of the equipment. The maintenance for a woodworking opera�on includes the 
cleaning off of the accumula�on of sawdust on the sprinkler system piping, heads, and alarm devices. Cleaning should be
by brushing or vacuum method and not by blowing off the accumula�on with compressed air nozzles or other devices. 

The general requirement for maintaining the integrity of electrical equipment and connec�ons includes the periodic 
inspec�on and maintenance of electrical equipment and connec�ons. Electrical equipment shall not be damaged or 
contaminated with foreign materials such as sawdust, paint, plaster, adhesives or corrosive residues.  There shall be no 
damaged parts that adversely affect safe opera�on or mechanical strength of the equipment such as parts that are bent, 
broken, cut deteriorated by corrosion, chemical ac�on, overhea�ng, or the accumula�on of foreign materials such as 
sawdust.  

The general methods for cleaning electrical equipment also include the brushing method or vacuuming the accumula�on 
of sawdust from the equipment. 

Including periodic inspec�on and cleaning of fire protec�on and electrical systems will prevent the buildup up sawdust on 
building systems. The buildup of sawdust and wood products can lead to an unusual fire exposure and can inhibit the 
effec�veness of the fire detec�on and suppression systems should a fire occur. 
   
 


